DC417B

—1.pcb

LY LnER [ )

408) 432-1900
slww inear.com GND

pemo cireuiT 4178- [l |

GENERAL PURPOSE BOARD = .
FOR SINGLE OP AMP ‘

LTC CONFIDENTIAL- FOR CUSTOMER USE ONLY

D C D

C

GND

IN+

L’ LINEAR
(408) 432-1900 GND
WWW.| lneor com ‘
ouT2
R26 S .
i ouT2
I
RZIEZEIE!M RZO n:u [ J [ ]
oR2| WIS o pei [= ST -
RO MET T U2 |m|m °® P
R17 £ SRS =
[
RS 558 VEE
= ﬁm |_| ™6
GND
Iilu L)
vCe
DEMO CIRcuIT 4178- [l
GENERAL PURPOSE BOARD com) @

FOR SINGLE OP AMP
LTC CONFIDENTIAL- FOR CUSTOMER USE ONLY ‘J

TOP SILKSCREEN

LINEAR TECHNOLOGY DATE: 08-22-11

DC4178

GENERAL PURPOSE BOARD FOR SINGLE PO AMP

REVISION HISTORY

ECO|REV DESCRIPTION APP. ENG. | DATE

11 PRODUCTION GLEN B. _|08-22-11

NOTES: UNLESS OTHERWISE SPECIFIED

. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.

2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
MAXIMUM SOLDER TEMPERATURE IS 240 DEGREES CELSIUS.

3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

4. INSTALL SHUNTS AS SHOWN ON ASSY DRAWING.

5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE
BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.

6. DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP
TO ANY BOARD.

—_

7. INSTALL 4 STANDOFFS AT 4 LOCATIONS AS SHOWN BELOW:
TOP SIDE
/Zr A 7777\ ~=——P(B

BOTTOM SIDE—/

[=——4X STANDOFF, NYLON, SNAP ON.
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