REVISIONS
REV DESCRIPTION APPR| DATE
A FINAL _FABRICATION KH_]11-07-07

SIZE QTY | SYM | PLATED TOL
0.07 2 | + | No +/-0.003"
2,50 T 0.094 9 | X |YES +/-0.003"
X X X X
M 0.012 47 7 | ves +/-0.003"
M
% 0.035 4 S | ves +/-0.003"
% % NOTES: UNLESS OTHERWISE SPECIFIED
1. FAB PER IPC-A—600
2. MATERIAL: EPOXY FIBERGLASS, NEMA GRADE FR—4
Om X FINISHED THICKNESS TO BE 0.062" +/- .005"
[ TOTAL OF 4 LAYERS WITH 2 OZ. CU ON THE
X OUTER LAYERS AND 1 0Z. CU ON THE INNER LAYERS.
X FLAMMABILITY RATING: 94 V-0 MINIMUM .
3. SIZE: CUT TO DIMENSIONS AND TOLERANCES SHOWN.
0.00" ARE PRIMARY DATUMS.
4. DRILLLING: DRILL HOLES PER SCHEDULE. PLATE THROUGH
HOLES WITH COPPER, 0.001" THICK MIN.
.00t ALL HOLE SIZES ARE SPECIFIED AFTER PLATING.
| DRILL DRAWING LAYER . HOLE LOCATION TOLERANCES ARE +/-0.003"
8 IL)ICNEI:EATEC':':?;%;D 2 IN RELATION TO CENTER
o - o~
- 5. FINISH: SMOBC USING LPI BOTH SIDES, COLOR GREEN.
3“‘?3 Szf,]’c SFTUE,TCT?S,:'N SWITCHING REGULATOR GOLD IMMERSION. (USE LEAD FREE SOLDER FOR PROTOTYPE)
FOR SILKSCREEN: USE WHITE NON-CONDUCTIVE INK.

DATE: 11-07-07

o

. DO NOT ALTER ARTWORK e.g. TO ADD LOGO OR DATE CODE.
PAD SIZE CAN BE MODIFIED TO MEET END FINISH.

. PCBS ARE TO BE RoHS COMPLIANT.
8. SCORING FOR PANELIZED PCB:
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SHOWN FROM COMPONENT SIDE

A P P ROV A I_ S 1630 NCCATHY BLVD
wrarc| 4 J LINCAR S
DRAWN TECHNOLOGY ok cisroues use owy

CHECK

oEsin | KW T Tno7-07 | TITLE: FABRICATION DRAWING
07 3.5A, 25V STEP-DOWN SWITCHING REGULATOR
ENGR KEVIN H. [11-07-07 WITH SYNC FUNCTION

SIZE REV.
A "™ pc13tea-LT1913EDD | A
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