REVISION HISTORY

ECO|REV DESCRIPTION APP. ENG.

DATE

QLT IR miws @
& LT6118 e

INC PRECISION CURRENT SENSE WITH
(-] COMPARATOR AND REFERENCE
Vlg;IC B

o coeth
JP1EXT 8= Em
L zald

ouTC

[D} El I:T OU.TA

L V+ - sw1 S22 25VeIA
+
@ [
2|T‘7V-60V 4A ?4%( .
o DEMO CIRCUIT 2193A .
LTC CONFIDENTIAL- FOR CUSTOMER USE ONLY

TOP SILKSCREEN
LINEAR TECHNOLOGY DATE: 03-12-14
DC2193A-2 LT6118IMS8
PRECISION CURRENT SENSE WITH
COMPARATOR AND REFERENCE

— | 2 |__PRODUCTION CUYLER L. [03-12-14

NOTES: UNLESS OTHERWISE SPECIFIED

. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.
. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER BOTH SIDE SMD.

MAXIMUM SOLDER TEMPERATURE IS 240 DEGREES CELSIUS.

. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.

LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

. INSTALL SHUNTS AS SHOWN
. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-QUT THE

BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.

. DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP

TO ANY BOARD.
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