El
VIN*

MOLEX
0395430602 ||»
WIRE ENTRY —

,,| |FBZ |

]|

LT8253A

CYPD3196
2MHz 45W AUTOMOTIVE USB TYPE-C PD CHARGER
DC2949A VBUS

c9 — C42 o

i [ j L [ j R_zrz‘[_’“E
Dcman E :I VOUT o T

3
SIQR3I6~
Lo
(7]
=3

agove

[]|"|[]||mwsms ”iﬁﬁ”””?
i 4 A=
N2 NS S R29 R28 Y4

-+ R

R34 U i
a532c7 a5 ;:/CB SYNC/SPRD “u2 i ﬁl l -
GND HO 2 ISR o N0 ssu/se = cho e
[ = R} SYNC (2133 sl
E2 €= 2G04 ! SSFM ON
R7 = = —
R8 R2 L= R22 Py DSYNC
nrmnN R x4 x 2 cm 1
= E8¢835
T
MANUAL  EN/uvLo PGOOD 92—
FOOTPRINT
PINt > —

¢ ol

COILCRAFT INDUCTOR

NOTES: UNLESS OTHERWISE SPECIFIED

1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.
MAXIMUM SOLDER TEMPERATURE IS 240 DEG C.
2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.

3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

4. INSTALL SHUNTS AS SHOWN ON ASSY DRAWING.

5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE
BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.

6 DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP
* TO ANY BOARD.
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