LT8638S
e 42V, 10A_SYNCHRONOUS ¥ @ 9 @ NOTES: UNLESS OTHERWISE SPECIFIED
STEP-DOWN SILENT SWITCHER 2 GND PULSE GEN LOAD STEP
DC2929A o0 . WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.
e 2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
2 o ZINEAR ANALOG MAXIMUM SOLDER TEMPERATURE IS 240 DEGREES CELSIUS.
www.andlog.com 3. PARTS TO OMIT WILL BE_SPECIFIED ON THE BILL OF MATERIALS.
0 GND | st LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
. MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.
o L u e 4. INSTALL SHUNTS AS SHOWN ON ASSY DRAWING.
gl 7 5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE
Sxcin-1n B Jour* BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.
4 L 1507108 93 6. DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP
T v TO ANY BOARD.
a JNEM Sk 7. INSTALL 4 STANDOFFS AS SHOWN BELOW:
3.8 E12
. VO SENSE TOP SIDE
VIN il PHioDE *SEE DEMO MANUAL //7/ 7777777727777 ~=——PCB
SPREAD-SPECTRUM cm 1 180°
£ BURST |E| |j| 120, /
VIN SENSE FCU/SYNC BOTTOM SIDE
w EN  GND  SWNC  CLKOUT PG ve s ———4X MH1-MH4, NYLON, SNAP ON.
MH1 RES EM E9 ES E6 E8 R:5 E14 E7 MH4
8. INSTALL TURRETS AND BANANAS AS SHOWN BELOW:
TURRETS DANALOG POWER BY
U DEVICES [~ LINTAR.
PCB : TOP FOOTPRINT www.analog.com
S roal N TITLE: TOP ASSEMBLY DRAWING
=z 777777 XXX 42V, 10A SYNCHRONOUS
COLCRAFT INDUCTOR STEP-DOWN SILENT SWITCHER 2
PCB : BOTTOM SIZE_[IC NO. LT8638SEV REV.
N/A DC2929A 2
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