NOTES: UNLESS UOTHERWISE SPECIFIED.
WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-600E.

. ALL DIMENSIONS ARE IN INCHES, +/-0.003

FINISHED HOLE SIZES ARE +0.003/-0.

FINISHED MATERIAL IS FR4, 0062 -THICK, 2 -oz Cu, 4 -LAYERS,
PLATED HOLE WALL THICKNESS IS 0.001 MINIMUM
INTERNAL LAYERS ARE 1-o0z Cu

. PROCESS/PLATING: SMUBC

SOLDERMASK BUOTH SIDES USING GLOSSY GREEN LPL
SOLDERMASK SHALL EXIST TO WITHIN 01 OF PANEL EDGE.
SURFACE MOUNT FOOTPRINTS EXIST ON BOTH SIDES

SILKSCREEN WHITE NON-CONDUCTIVE INK COMPONENT SIDE
SILKSCREEN MUST BE LEGIBLE, esp. LOGO, TITLES, & P/N

. N/C DRILL DATA PROVIDED IN ELECTRONIC FORMAT, PANELIZED

N/C DRILL DATA INCLUDES TOOLING & SCORING (T,S> HOLES

. DO NOT ALTER ARTWORK e.q. TO ADD LOGO UOR DATE CODE

POSITIVE AND NEGATIVE FILM CAN BE PROVIDED, PANELIZED
ARTWORK PROVIDED IN ELECTRUNIC FORMAT, PANELIZED

NO “X-0UTS” NO PANEL MAY CONTAIN DEFECT BOARDS

. V-SCORE BOTH SIDES LEAVING WEB THICKNESS 0OF 0.017 +/-0.002.



