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FAB, LTC1744, 14-BIT/50 MSPS DEMO PCB
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ECO REV DESCRIPTION DATE APPROVED
2 |CHG T1 & T2 PKG TYPE TO SMT; PROD RELEASE 11/14/01
GND PLANE - LAYER 2 COMPONENT SIDE - LAYER 1
2.380
X i* ‘H} m% m o X +® SOLDER SIDE — LAYER 4 POWER PLANE - LAYER 3
i * : + LAYERING STRUCTURE
+
¥ + ++ S j_i:; -th B NOTES: UNLESS OTHERWISE SPECIFIED
XK T 1. ARTWORK P/N DC345B REV 2.
H} M ++ L—% +¢+ * ++ * + 2. FAB PER IPC-A-600
+ + B i 3. MATERIAL: EPOXY FIBERGLASS, NEMA GRADE FR-4
ul = -+ I FINISHED THICKNESS TO BE .062 +/— .005 INCH
HH T Hy + T + WITH 1 0Z. COPPER ON TWO OUTER LAYERS AND
¥ + =l B, i+ + 10Z. COPPER ON TWO INTERNAL LAYERS.
i +$ + T FLAMABILITY RATING: 94 V=0 MINIMUM .
H} XXX + 4. SIZE: CUT TO DIMENSIONS AND TOLERANCES SHOWN.
T 0.00 ARE PRIMARY DATUMS.
T 5. DRILLLING: DRILL HOLES PER SCHEDULE. PLATE THROUGH
< f‘* + " g:ﬁ <t HOLES WITH COPPER, .001 INCH THICK MIN. ALL
Ry HOLES SIZE ARE SPECIFIED AFTER PLATING.
000 HOLE SIZE CHART HOLES LOCATIONS TOLERANCES ARE +/-.003
INCH IN RELATION TO CENTER
SYM SIZE QTY | PTH 6. FINISH: SMOBC USING LPI BOTH SIDES, GREEN PREFERRABLE.
° ° SILKSCREEN COMPONENT SIDE WITH WHITE NON-
g COMPONENT SIDE 2 + |.012+/-.003 | 281 | YES CONDUCTIVE INK.
X |.030+/-.003] 9 |[YES 7. DROP ALL UNUSED PADS ON INNER LAYERS.
[ |.064+/-.003] 5 |YES 8. DO NOT ALTER ARTWORK e.g. TO ADD LOGO OR DATE CODE.
<O 1.070+4/-.003] 2 | NO 9. SCORING: _ﬁ4 F*—mmh
X |125+/-.003| 4 |YES e
N _Exxxxxxxxxxxxxxx ..IIIII
17Mils
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