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NOTES: UNLESS OTHERWISE SPECIFIED

WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.

LTC2875 2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER SMD SIDES.
TV FALe PeeSETED MAXIMUM SOLDER TEMPERATURE 1S 250 DEGREES CELSIUS.
25kV ESD CAN TRANSCEIVER 3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
DEMO CIRCUIT 20263A LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
CLOSE-OFF THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.
@@= e 4. INSTALL SHUNTS AS SHOWN ON ASSY DRAWING.
e TURRET JP3  Ru1 5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-QUT THE
sMB ADJ | 2‘55“ BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.
| |\J1 L5 - 6. ASSEMBLY STAMP OR QA STAMP BOTTOM SIDE ONLY.
Y ¢ L e e INSTALL 4 STANDOFFS AT 4 LOCATIONS AS SHOWN.
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