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BOTTOM SIDE
TOP_SIDE

= NI oo NOTES: UNLESS OTHERWISE SPECIFIED

LUXEG®N
A 1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.
- FLASH

LXCL-PWF1 2. NO SHUNT,

WASHERS (2 PER SCREW) 3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILLS OF MATERIAL.

|§||§| |/ LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
@ HEX_NUT MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

Blls o] A\ SCREW 4. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE BREAKOUT

4: m:)% TABS ON FOUR SIDES OF THE BOARD EDGE.

5. ASSY PROCESSES SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
[6.]BATTERY HOLDER, PART # KEYSTONE, 2479, IS MOUNTED ON BOTTOM SIDE.

m e reel LTC3453EUF 7. INSTALL 2 WASHERS ON EACH SCREW BETWEEN PCB AND BATTERY HOLDER

o {'Sl(;'} {%i} {'Scl)zl} TO MAINTAIN Imm GAP BETWEEN THEM.
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DC810A-2 * LTC3453EUF
HIGH EFFICIENCY BUCK-BOOST FLASH LED DRIVER
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