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REV DESCRIPTION APPR| DATE

A-1 FINAL FABRICATION JR_]01-16-06

|i 750mA, 1I2-M.I-II; gYé!lﬁO%Ugs EBO?STDCONVER;R

1 DEMO_CIRCUIT 849A

NOTES: UNLESS OTHERWISE SPECIFIED
#2 1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC—A610.
:::"m 2. INSTALL SHUNT ON JP1 AND JP2 PIN 1 AND 2.

REVERSE BATTERY ’ 3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILLS OF MATERIAL.
PROTECTED 10 ~7V MAX. LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
@

MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

4. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE BREAKOUT
TABS ON FOUR SIDES OF THE BOARD EDGE.

5. ASSY PROCESSES SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
6. INSTALL 4 STANDOFFS AT 4 CORNERS AS SHOWN BELOW:
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750mA, 1.2MHz SYNCHRONOUS BOOST CONVERTER
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