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REVISION HISTORY
ECO|REV DESCRIPTION APP. ENG. DATE
m 1 REBUILD WITH CHANGES JOSHUA Y. 01-13-12
., DETAIL A
INSTALL R2 AND R7 SEE DETAIL A —
LTC CONFIDENTIAL- EACH TERMINAL OF R2 AND R7 MUST N
£ ’ LINEAR FOR CUSTOMER SOLDER WITH PAD1 AND PAD2 PAD2
TECHNOLOGY USE ONLY GLUE DOWN RESISTERS R2 AND R7 TO PAD1 A
(408) 432-1900 PREVENT SHIFTING BEFORE REFLOW SOLDER.
www.linear.com LTC4006
8.4V/2A LI-ION BATTERY CHARGER
TPH DEMO CIRCUIT 495B GND
GND TP10
- NOTES UNLESS OTHERWISE SPECIFIED
Py €3 g5 g6 DL | 1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.
vour WAL Ty 2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER SIDE SMD.
INPUT s MAXIMUM SOLDER TEMPERATURE IS 240 DEGREES CELSIUS.
15-20V 3 3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
ety | LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
T o — —R7 Ri5 MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.
@ u 4. INSTALL SHUNTS AS SHOWN ON ASSY DRAWING.
5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE
GND BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.
TP2
NTERNAL VGG TTTTTT BAT THERMISTOR \- || 6. gg mT( SST&B ANY KIND OF ASSEMBLY STAMP OR QA STAMP
1520 J“ﬁ ¢/ T AP LICAOORENr ) 7. INSTALL 4 STANDOFFS AT 4 LOCATIONS AS SHOWN BELOW:
& VCC SELECT NTC BAT ToP SIDE
w2 =] Peps  f=jos {0+ wps[ e 8.4V
DCIN EXT INT BAT BOARD 2A
yr LA ./ /l==——pCB
TP3 TP12 P4 TP5 TP7 TP6
EXTVCC GND  CHG  ACP MONITOR NTC BOTTOM SIDE
4X STANDOFF, NYLON, SNAP ON.
1630 MCCARTHY BLVD
APPROVALS MILPITAS, CA 95035
PH: (408)432-1900
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