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DESCRIPTION
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LTC4062EDD DEMO CIRCUIT 789A®

SINGLE CELL LI-ION BATTERY CHARGER WITH COMPARATOR

Coup_out ‘ 408) 432-1900 ENABLE
EB@ , LI”EAQ (408) @[
TECHNOLOGY | Www.linear.com E
[ci]ca]

LTC CONFIDENTIAL-FOR CUSTOMER USE ONLY

NOTES: UNLESS OTHERWISE SPECIFIED

1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.
2. INSTALL SHUNTS ON JP1-JP5 PIN 1 AND 2.
BAT

42V00.54 “ 3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILLS OF MATERIAL.
/ LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE BREAKOU
TABS ON FOUR SIDES OF THE BOARD EDGE.

. ASSY PROCESSES SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
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