DC2181A AND RECEIVE ANTENNA (REFERENCE# AE1) MATING ASSEMBLY INSTRUCTIONS:

PREPARING DC2181A PCB FOR SUB ASSEMBLY MATING

NOTES: UNLESS OTHERWISE SPECIFIED

E]BP1—BP4 SELF ADHESIVE BUMPER LOCATIONS.
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STEP 1:
J1, J2 ARE TO BE TOP MOUNTED
PUSH SAMTEC, TMM-101-020L-S PINS THROUGH PCB UNTTIL
INSULATOR MATERIAL IS LEVEL WITH THE TOP OF INSERT HEADER PIN.
FIG1 DC2181A PCB TOP
PCB THICKNESS =.062" =
\ DC2181A PCB BOTTOM
STEP 2:
DOUBLE SIDE STICKY TAPE

CUT TO DIMENSIONS= 0.75" (L) X 0.50" (W)
PLACE TAPE IN LOCATION SHOWN ON BOTTOM OF BOARD ASSEMBLY

TAPE LOCATION

| PERFIG 1, STEP 2

MATING DC2181A PCB AND AE1 SUB ASSEMBLY
STEP 1:

J1,42
FIG 2A DC2181A PCB TOP
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\ DC2181A PCB BOTTOM

MOUNT AS SHOWN, WITH FERRITE SHEILD OF AE1 FACING DC2181A PCB BOTTOM

AE1 SUB ASSEMBLY

N

N TO HEADER PINS J1 AND J2.

AE1 PCB BOTTOM

FIGURE 2B- COMPLETE ASSEMBLY DIAGRAM

STEP 1:

FIG 2B
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CUT FLUSH AND SOLDER

AE1 SUB ASSEMBLY

400mA WIRELESS SYNGHRONOUS
BUCK BATTERY CHARGER

SIZE| IC NO. TC4120EUD-4.2/LTC4120EUD
NA DEMO CIRCUIT 2181A-A/B

‘REV.

SCALE =NONE | FILENAME: DC2181A-3PCB [ sHT2012

DC2181A-3.pcb — Thu Aug

21 14:19:27 2014




