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VSEL1|VSEL2 | CHARGE VOLTAGE
HI HI 4.35V
HI LO 4.20V
LO HI 4.10V
Lo Lo 4.00V

FOR ADI CUSTOMER USE ONLY
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NOTES: UNLESS OTHERWISE SPECIFIED

[TJMOUNT COIL LRx1 AS SHOWN BELOW. REFER TO FIGURES BELOW FOR INSTRUCTION.

STEP 1: PEEL RELEASE TAPE PER FIG. 1 AND MOUNT TO LOCATION SHOWN PER FIG. 2
STEP 2: LRx1 COIL LEADS ARE 25mm IN LENGTH, THE LAST 5mm ARE TO BE TINNED, NO TWIST.
STEP 3: MOUNT COILS PER FIGURE 2 ONCE RELEASE TAPE IS REMOVED.
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SOLDER LEADS TO TWO TERMINALS e ¥~ Y *LRx1
AT THIS LOCATION *LlRxt 1 ! (-A, ASSY) 6mm, PN Wurth, 760308101216
SOLDER TERMINALS FOR -A VARIANT (AN bl ' ' '
= (-B, ASSY) 10mm, P/N Wurth, 760308101208
Sl (-C,-D, ASSY) 17mm, PIN Wurth, 760308101220
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