REVISION HISTORY

ECO

REV

DESCRIPTION

APP. ENG.

DATE

2ND PROTOTYPE

JOHN C.

02-02-17

ol @ @ @0

(408) 432-1900 @ 100 KHz TO 1000MHz o
www.linear.com
L—‘ DIFFERENTIAL ADC DRIVER/AMPLIFIER UTEOHNDLW
(@
- " el _
_- E | — ‘ ..u: Sez L1 ::90 - 'EI; :-_
41 +IN E c11 e A, | Iﬂl.ljﬁ +(';f.l'l’
| -N ‘med I|I':| = I - .., _OHI, i
& o ,.,:| s T2 EE @
ﬂ:‘:|:| -
LTC6432-15 T_DIODE vee N

ﬁJLl, I

TOP SILKSCREEN
LINEAR TECHNOLOGY
DC2496A-2 LTC6432-15
100 KHz TO 1000MHz

DIFFERENTIAL ADC
DRIVER/AMPLIFIER

DATE: 02-2-2017

NOTES: UNLESS OTHERWISE SPECIFIED

1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC—A-610.

2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
MAXIMUM SOLDER TEMPERATURE IS 240 DEGREES CELSIUS.

3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

. NO SHUNT.

5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE
BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.

6. DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP
TO ANY BOARD.

7. INSTALL SMA CONNECTORS AND TURRETS
AS SHOWN BELOW:

~

SMA : 142-0701-851
PCB : TOP
S|
TURRETS

MILL-MAX 2501-1

ASSY U1 FREQ. 72 C10,C11
-A |LTC6432-15 | 100kHz—20MHz | SYTX2-6T-1+| OPT
-B LTC6432-15 | 2-200MHz ADT2-1T+ 1uF, 0805

PCB . TOP
ANNNN\\\\N\N\N \\\\
1630 MCCARTHY BLVD
APPROVALS (7 LINEAR i
linear.com
Peg OEs.| TECHNOLOGY JTtekR o,
APP ENG.| JOHN C. | TITLE: TOP ASSEMBLY DRAWING
100 KHz TO 1000MHz
DIFFERENTIAL ADC DRIVER/AMPLIFIER
SIZE [IC NO. LTC6432-15 REV.
N/A DEMO BOARD 2496A 2
SCALE = NONE FILENAME: DC2496A-2.PCB | SHT 1 OF 1




