[
N
w
S
0o
(oe)
(oe)
(oe)
(oe)
(oe)
(o)e)
[
o
Fr
_o
23

T

googoo EEGND
gz22z8 O
m;m [m]
WP

J30

Q-

3.3V [ILices GND

@) D:I:D O
€62

STAT

STAT

o
9 NC
_ELED
D1

JP1

—

R24 R27
ek

GND

s O TC6953
DEMO CIRCUIT 2610A &4 "%
c5 €32

] Ek
%4 Comomomouoong 27

£
cé
ULTRALOW JITTER CLOCK DISTRIBUTOR
0516T5+ WITH 11 OUTPUTS AND JESD204B SUPPORT

GND

em 1 ©E15
3

o

R,
N\
Nl GND 2mE
Oe
421
J18
QUTB+ o e

VING3
@ £23

GND
L7LIHEN2 ©E18

(408) 432-1900
www.linear.com

REVISION HISTORY

ECO| REV DESCRIPTION APP. ENG, | DATE

-12 2ND PROTOTYPE CHRIS P. |03-16-17

NOTES: UNLESS OTHERWISE SPECIFIED

. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC—A-610.

2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
MAXIMUM SOLDER TEMPERATURE IS 240 DEGREES CELSIUS.

3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

4. INSTALL SHUNTS AS SHOWN.

5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE
BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.

6. DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP
TO ANY BOARD.

7. INSTALL 4 STANDOFFS AT 4 LOCATIONS AS SHOWN BELOW:
TOP SIDE
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BOTTOM SIDE /

8. INSTALL J1,J2,45,46,J17,418,024,J25,428,J29
ON THE TOP SIDE AS SHOWN BELOW:

SMA: 142-0701-851

Bl

. INSTALL J3,44,J9,410,J11,412,415,J16,419,J20,J26,J27
ON THE BOTTOM SIDE AS SHOWN BELOW:

PCB : TOP
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MH1-MH4
STANDOFF, NYLON, SNAP ON.

PCB : TOP
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PCB : BOTTOM
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PCB : BOTTOM
SMA: 142-0701-851
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