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REVISION HISTORY

Eco|Rev DESCRIPTION APP. ENG. | DATE
GND H VDD GND @ — 3 PRODUCTION MICHEL A. [12-17-12
JP1 . m I\:-PJ !JEF;ZI_
3.15 V-3 45V FILTA Ls|r|;_11 EAQVDD 4
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Lo LTVEE =L L NOTES: UNLESS OTHERWISE SPECIFIED
J3
e w5 1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC—A-610.
R B gaucg?‘%b D[~ —] 2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
2 QP% = MAXIMUM SOLDER TEMPERATURE IS 240 DEGREES CELSIUS.
o2 =& 3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
e LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
L MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.
4. INSTALL SHUNTS AS SHOWN ON ASSY DRAWING.
e az L TC6957HMS- . O 5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE—OUT THE
www.linear.com JP m JP4|_ow PHASE NOISE, DUAL BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.
LTC CONDENTAL. S gx.ezm:gg;sgm 6. DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP

MARK EACH LTC PART NUMBER AND ASSEMBLY TYPE WITH
BLACK PERMANENT MARKER AS SHOWN IN TABLE BELOW:

PCB :

S

CONNECTOR

: 142-0701-851

o J1-J4

/

Il

PCB . BOTTOM

ASSY ut
—A | IN-PHASE CMOS LTC6957HMS-3
—B | COMPLEMENTARY CMOS | LTC6957HMS-4

TO ANY BOARD.

7. INSTALL 4 STANDOFFS AND SMA CONNECTORS AS SHOWN BELOW:

PCB : TOP

7/ Z

777 ~<——P(B

PCB : BOTTOM *

MH1-MH4
4X STANDOFF
NYLON, SNAP ON.

1630 MCCARTHY BLVD
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PCB DES.| KM T. TECHNOLOGY Lig EOMbiNIAL: oy
APP ENG.| MICHEL A. |TITLE: TOP ASSEMBLY DRAWING
LOW PHASE NOISE, DUAL CMOS OUTPUT
BUFFER/ DRIVER/ LOGIC CONVERTER
SIZE [IC No. LTC6957HMS—3/-4 | REV.
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