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REVISION HISTORY

ECO | REV DESCRIPTION

APPROVED

DATE

3RD PROTOTYPE

KEITH B.

10-13-14

NOTES:  UNLESS OTHERWISE SPECTFIED

1. FAB PER IPC-A-670
2. MATERIAL:-LEAD FREE ASSEMBLY COMPLIANT, ISOLA
-FINISHED THICKNESS TO BE @.062" +/- 085",
-TOTAL LAYERS WITH 1 0Z. CU

RATING: 94 V-7 MINIMUM.

-FLAMMAB
3. SIZE: CUT TO DIMENSIONS AND TOLERANCES SHOWN
4, DRILLING:-DRILL PER SCHEDULE. PLATE
OPPER, @.001" THICK MIN.

SPECIFIED AFTER

9. FINISH: -SMOBC BO
-GOLD (ENIG) BOTH SIDES
NOT_ALTER e.g. TO ADD L
PAD SIZE MAY BE MODIFIED TO MEET END FINISH.
PCBs ARE TO BE RoHS COMPLIANT.
U1 SOLDER MASK SIZE IS 32 MIL AND PAD SIZE IS 25 MIL.
ANy SIZE ON THIS C

DO NOT CHANGE .
SCORING FOR PANELIZED PCB, SCORING ANGLE 3@ DEG.:
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0.032" 4
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0.052"
0.070"
0.996"

SYM PLATED
YES
YES
YES
NO

YES

TOL
+/-0.003"
+/-0.003"
+/-0.003"
+/-0.003"
+/-0.003"
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ENY EN

PLATING
ARE +/- 0.093" IN RELATION TO CENTER
GREEN MATTE.

SIDES WITH WHITE NON-CONDUCTIVE INK.
0GO_OR DATE CODE.

FR-370HR or EQUIVALENT.

UNLESS OTHERWISE SPECIFIED

APPROVALS
Milpitas, CA

DIMENSIONS ARE IN INCHES
TOLERANCES:
2.XX" = +/- 0.01"
@.XXX'" = +/- 0.005"
INTERPRET DIM AND TOL PER
ASME Y14.5M-1994

PCB DES. | KEITH B.

LY LA

APP ENG. | KEITH B.
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