GND  OPENLED SHORTLED GND
E18 E17 E16 LTM8005 E14
V_EXT R29l.|  Resl.| 38VIN, 38VOUT BOOST
E19 pMODULE LED DRIVER
WITH 40V SWITCH
“, s Pe2257A NOTES: UNLESS OTHERWISE SPECIFIED
el vouT 1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC-A-610.

VIN co U Eft MAXIMUM SOLDER TEMPERATURE IS 240 DEG C.

e3 we SO L — 26 2. ASSEMBLY PROCESS SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.
6v-27v 5| | — s ool | 3. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
38V UAX. = — i3 LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.

o3 2 U ¢ s ok cio Y o0 MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.

PVIN g1 ]| L] H s 4. INSTALL SHUNTS AS SHOWN ON ASSY DRAWING.

22 ol B s x £ 5. DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OQUT THE
6Y-27V T RIT RO 0 i, BREAKOUT TABS ON FOUR SIDES OF THE BOARD EDGE.
WO oy = SREIIESE g OV LD WAL 6. DO NOT APPLY ANY KIND OF ASSEMBLY STAMP OR QA STAMP

R les =N SPECTRUM TO ANY BOARD.

GND s (%lm E7

E4 PWM

‘7LI”EAQ www,linear.com/8005 cm 1 E6 TURRETS

408) 432-1900 — = = CTRL2
TECHNOLoGY  (408) T N N PCB : TOP
E1 E15 E8 E10 E9 ES
EN/UVLO  IVINCOMP  ISMON GND GND CTRL1
//;— 77 2

PCB : BOTTOM /
1630 MCCARTHY BLVD

MILPITAS, CA 95035
PH: (408)432-1900
www.linear.com

TECHNOLOGY 1§ S870uR st onw

TITLE: TOP ASSEMBLY DRAWING
38VIN, 38VOUT BOOST pMODULE
LED DRIVER WITH 40V SWITCH

SIZE [IC NO. LTMB005BEY REV.
N/A DC2257A 3
FILENAME:  DC2257A-3.PCB | SHT 1 OF 2

DC2257A-3.pcb — Wed Aug 10 08:45:18 2016



