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REQUIREMENTS:

 1.    REFER TO IPC-6010 SERIES (LATEST REV.), CLASS 2 FOR

       FABRICATION UNLESS OTHERWISE SPECIFIED.

       (LATEST REVISION.)

 2.    ACCEPTABILITY PER ANALOG DEVICES, INC. SPECIFICATION TST00115,

 3.    MODIFICATIONS TO THE ARTWORK ARE NOT ALLOWED WITHOUT

       WRITTEN AUTHORIZATION.

 4.    HOLE PATTERN TOLERANCES FOR UNDIMENSIONED HOLES SHALL BE
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 9.    MINIMUM DESIGN SPACING IS .007 INCH.

10.    NON-FUNCTIONAL PAD REMOVAL FROM INNER SIGNAL LAYERS MAY BE

       PERFORMED AFTER CUSTOMER APPROVAL.

11.    IF PAD SIZES PROVIDED ARE NOT LARGE ENOUGH TO MAINTAIN

       ANNULAR RING REQUIREMENT, MFGR. MAY REQUEST APPROVAL TO

       TEAR DROP PADS TO MAINTAIN ANNULAR RING. (AT PAD TO TRACE

       INTERSECTION ONLY AND ELECTRICAL INTEGRITY MUST BE MAINTAINED.)

12.    THIEVING MAY BE ADDED TO COMPENSATE FOR LOW COPPER DENSITY

       AREAS ON THIS DESIGN ONLY AFTER REVIEW AND APPROVAL FROM

       THE CUSTOMER:

       A. THIEVING TO CARD EDGE, FIDUCIALS, NON-PLATED THROUGH HOLES,

          ALL OTHER FEATURES TO BE 0.200 INCH MINIMUM.

       B. THERE SHALL BE NO THIEVING IN ANY AREAS FREE OF SOLDER

          MASK OR INTERNAL COPPER PLANES.

13.    MFGR. TO LEGIBLY ETCH OR STAMP/SCREEN WITH PERMANENT

       NON-CONDUCTIVE INK ON SECONDARY SIDE IN A CLEAR AREA

       UNLESS OTHERWISE INDICATED;

       A. U.L. CODE-FLAMMABILITY RATING   D. MFGR LOGO

       B. DATE CODE (STAMP).              E. SUCCESSFUL ELECTRICAL TEST.
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14.    REPAIRS PER IPC-7711/21 (LATEST REV.) ARE ALLOWED.
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PER IPC-4552 LATEST REVISION

IF SUPPLIED DATA INCLUDES A FILE "READ_ME.2", THEN

INTENTIONAL NET SHORTS EXIST. CUSTOMER REVIEW AND APPROVAL

IS REQUIRED IF SUPPLIED DATA REPORTS ANY CONDITION THAT

DOES NOT MATCH "READ_ME.2" FILE PROVIDED.
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WITH LEAD-FREE AND RoHS PCB ASSEMBLY STANDARDS (EU RoHS

DIRECTIVE 2002/95/EC).

JP1: PIN 1 AND 2

JP2: PIN 1 AND 2

JP3: PIN 1 AND 2

JP4: PIN 1 AND 2

JP5: PIN 1 AND 2

P7: PIN 1 AND 2

P8: PIN 1 AND 2
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ASSEMBLY NOTES:

1.    BOARD ACCEPTABILITY PER ANALOG DEVICES, INC. SPECIFICATION

      TST00119 (LATEST REVISION).

2.    REPAIRS PER IPC-7711/21(LATEST REVISION) ARE ALLOWED.

3.    REPAIRS ARE NOT ALLOWED IN SOLDERMASK FREE AREAS ON EITHER

      SIDE OF THE BOARD.

4.    RoHS COMPLIANCE: ASSEMBLY VENDOR SHOULD ASSURE COMPLIANCE

5.    APPLY SOLDER LED AND SHORT THE 2 PINS OF THE FOLLOWING JUMPER

6.    INSTAL THE KNOB (M042481) TO THE POTENTIOMETER SHAFT

SEE NOTE #6
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