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Modification Recommended



E4418B-20	Hot plugging problem caused by analog switches (U11) under the measurement board assembly (E4418-60007)									04/29/2008

E4418B-23	Calibrations performed on some Single/Dual-Channel Power Meters by Agilent Technologies between February 6th, 2012 and February 6th, 2014 show a pass in the OUTPUT SWR; OUTPUT SWR(REAR PANEL) test, even if the SWR value is < 1.			02/25/2014

E4418B-18A	Front Panel Display Problems Caused by Power Assembly Cable			12/05/2005

E4418B-08A-S	Correct Orientation of the Power Supply’s Force-fit Connector			01/03/2012

E4418B-12	Latent Defect Causing Calibrator To Fail Built in Self Test				02/21/2003

E4418B-10C-S	HI-POT procedure for earth leakage and earth continuity				12/02/2013

E4418B-07A	Premature RAM Backup Battery Failure						12/16/2003

E4418B-02A	Premature RAM Backup Battery Failure						12/14/2011

E4418B-05A	GPIB Problems using the E4418B in HP 436A/437B Emulation Modes		11/07/2000

E4418B-09	RS422 Serial communication interface disabled					02/12/2001

E4418B-06	Defective fuse holder clips in line module						11/09/2000

E4418B-16	Front Panel Dimension Might Not Be Suitable For Rack Mounting Solutions		04/14/2005

E4418B-04A	Remove & Refit Outer Cover To Fix EMI Gasket Issues.				08/05/2003

E4418B-22A	Power Meter Display Shrink							06/28/2010

E4418B-01	Intermittent GPIB Communication Problems					01/18/2000

E4418B-03A	Premature RAM Backup Battery Failure in E4418B option 001 units		12/14/2011

E4418B-17A	Front Panel Display Problems Caused by Power Assembly Cable			12/05/2005

