
APPENDIX C - CONTROLS AND CONNECTORS 

C-1 

C-1 CONTROLS 

 

 

 

1 HELP Key 

Future Use:   Context  Sensi t ive Help on Screen.  

2 SOFT FUNCTION Keys 

F1 through F7,  screen dependent  keys whose funct ions are d isp layed immediate ly 
ad jacent  to  each key on the LCD. 

3 RETURN Key 

Used in  f ie ld  se lect  mode to  re turn to  the previous menu.  

4 MODE Key 

Displays a l is t  o f  major  test  set  operat ions for  the user  to  se lect .  

5 TAB 

Moves the f ie ld  cursor  to  the next  ed i tab le f ie ld  on the screen when f ie ld  se lect ion is 
act ive.  

6 SHIFT Key 

Al lows the a l ternate va lue of  a  key to  be se lected.   Shi f t  LED i l luminates when 
a l ternat ive va lue is act ive.  

7 BKSP 

Backspaces the present  cursor  posi t ion and deletes one space.  

8 HOLD Key 

Future Use 
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C-2 

 

9 ESC Key 

Escapes the act ive edi t  f ie ld  wi thout  saving the new data ent ry.  

10 ENTER Key 

Generates a new l ine when pressed in  a text  ent ry f ie ld .   I f  pressed in  a data edi t  
f ie ld ,  the data va lue is evaluated,  set  and the edi t  process is ended.  

11 POWER 

Powers the 2975 ON/OFF when the Main Power Swi tch is in  the ON posi t ion.  

12 SQUELCH KNOB 

Adjust  the threshold for  rece iver  squelch.  

13 VOLUME KNOB 

Rotate c lockwise (cw) or  counterclockwise (ccw) to  ad just  audio vo lume leve l  on the 
speaker .  

14 SPINNER KNOB 

Used to  increment  and decrement  data va lues in  an act ive ed i t  f ie ld  and change 
cursor  f ie lds.   Rotates c lockwise (cw) and counterclockwise (ccw).  

15 ARROW Keys 

Moves the cursor  to  a new f ie ld  when pressed in  f ie ld  se lect  mode.   Up and down 
arrow keys increments or  decrements the current  d ig i t  in  ed i t  mode respect ive ly.   
Lef t  and r ight  keys move the se lected character  cursor  le f t  or  r ight  respect ive ly.  

16 DATA ENTRY Keys 

Used to  enter  va l id  data ent ry depending on the f ie ld  be ing edi ted.  

17 SHIFT,  MODE KEY combinat ion 

Accesses a pu l l -down menu for  d isp lay opt ion se lect ion.  
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C-2 CONNECTORS 

C-2-1 2975 FRONT PANEL 

 

 

 

 

 

 

 

 

 

 

 

1 TEST 

Future Use:   Custom Radio In ter facing 

2 SCOPE CH1 and CH2 

Inputs to  the Osci l loscope 

 100V maximum input !    Use caut ion when probing l ive c i rcu i ts!   DO NOT 
connect  to  AC l ine!  

3 DVM 

Input  to  the Dig i ta l  Vol tmeter  

 100V maximum input !    Use caut ion when probing l ive c i rcu i ts!   DO NOT 
connect  to  AC l ine!  

4 MIC 

Input  to  the 2975 Audio System 

5 AUDIO I /O 

Input  and Output  to  the 2975 Audio System 

6 GEN 

RF Generator  Output .   LED ind icates por t  se lected for  generator  output .  

 DO NOT t ransmi t  RF in to th is connector !  

7 T/R 

RF Generator  Output  and RF Receiver  Input  (Ful l  Duplex) .   LED ind icates T/R 
Connector  se lected for  generator  output .  

 DO NOT exceed 50 W cont inuous RF power!    Use caut ion when connect ing 
h igh power t ransmi t ters!  
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8 ANT 

RF Receiver  Input  (50 W for  30 seconds maximum) 

 DO NOT t ransmi t  RF in to th is connector !  

9 FLOPPY DISK DRIVE 

3½” f loppy d isk dr ive for  copying data and program f i les to / f rom the 2975 system. 

10 LCD 

Liquid Crysta l  Disp lay for  user  d isp lays and feedback 
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C-2-2 2975 REAR PANEL 

 

 

 

 

 

 

                                                                                                                      (Later  vers ions only)  

 

 

 

 

 

 

1 MAIN POWER SWITCH 

System AC Input  

2 BATTERY SENSE 

Future Use 

3 PARALLEL 

Future Use 

4 RS-232 

Ser ia l  I /O Connect ion wi th  the IFR 2975 

5 VIDEO 

External  VGA Moni tor  Connector  

6 MOUSE 

Contro l  connect ion des igned for  PS-2 compat ib le  mouse.   Mouse contro ls  cursor  for  
po in t  and c l ick  cont ro l  o f  screen i tems in  addi t ion to  f ront  panel  keyboard operat ion.  

7 KEYBOARD 

Contro l  connect ion des igned for  PS-2 compat ib le  keyboard.   Keyboard contro ls  
funct ion of  un i t  in  addi t ion to  f ront  panel  keyboard operat ion.  

8 USB 

Future Use:   Ser ia l  connect ion wi th  the IFR 2975 

9 ETHERNET 

Network connect ion wi th  the IFR 2975 

10 SYNC 

Future Use 
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11 EXT TRIG 

External  Osci l loscope Tr igger  

12 EXTERNAL RF I /O 

10 MHz Timebase In  and Out  

13 GPIB 

Future Use 

14 A 

Future Use 

15 B 

Future Use 

16 TYPE I  INTERFACE 

Not Used 

17 SPECTRUM ANALYZER IF 

In termediate Frequency Output  (10.7 MHz) 

18 SPECTRUM ANALYZER VIDEO 

Video Output  

 

 




