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specifications 
AIM3 ANAL4xINEurmulL4E3 

Input channels: 16 differential or 32 single ended 
Input characteristics: 

Switch selectable gains: xl, x10, xl00 
Inpt range: 

xl, + 1ov 
x10, + 1v 
x100,-+ 10omv 

Input protection: 
+ 30V nkax (Pcwered) 
T 1OV aax (Unmred) - 

Accuracy: 
xl, +(o.ol% + 2OuV) 
x10,-x100, +(o.ol% + 1OUV) 

Non-linearity: -0.005% of F.S. 
lkqerature coefficient: 

xl, +(o.ool% + lOuV)/~C 
x10, +(0.002% + 4uV)/T 

x100, 5(0.002% + ZuV)/T 

&mnmn mde rejection ratio: XJOdE, IX to 60Hz 
Input bias current: <InA 
Input resistance: > lOO!.mms 
Input noise voltage: 

5uv p-p, O.lHz to 1OHz 
1OuV me, 1OHz to 30 ICHZ 

Settling time to 0.01%: 
Xl, 15us 
do, 3ous 

x100, 75us 

Slew rate (xl): lOV/us 
Small signal bandwidth; 13OlcHz 

Fkaference junction sensor; 
cutpt: +loOmv/"c 
Accuracy: ~0.25"C 
Temperature coefficient: +O.lT/'C 

PUTS: R11 amplifier specifications with respect to input. 
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