Getting Started

1 Insert CD, then choose Install Software.
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2 Select Plug and Play Interface and click Next.

¥ Add GPIB Hardware Wizard H=E

Wieleome to the Add GRIE Hardware Wizard.
Select an interface to add.

- GPIB-ENET/100

PIB-ENET

NI-488.2°

High Performance GPIB Software

IL

< Back I Next > I Cancel

3 Select Restart and click Finish.

¥¥ Add GPIE Hardware Wizard I B

. The GPIB interface has been added to your system. For
additional help, refer to the GPIB Hardware Guide.
Wiews GPIB Hardware Guide

Ta install additional GPIB interfaces. click Add Another
Intertace.

Toinstall a plugin board (.. PCIGPIE). select Shutdovn
and click Finish,

Toinstall an external intertace (.0 GPIB-ENET/100 or i
the plug-in board is already in the computer, select Risstart

and click Finish,
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Continue to step 4 »
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4 Install hardware.

I-488.2 Getting Started Wizard

Click on the following steps to use the NI-488.2 Software for Windows with
pour GPIB instruments:

» Verify your hard and

3

C: icate with your i

[~ Do not show at ‘Windows startup

"For help installing your hardware, refer to the GPIB Hardware Guide (available on the CD through
Getting Started Documentation).
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